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RUF BRIKLET

BRIQUETTING SYSTEM FOR WOOD 
AND OTHER BIOGENIC MATERIALS

POWER
made in 

GERMANY

Ø 30 mm

The newly developed RUF Briklet press produces briquettes with a diameter of 30mm. 
Therefore they can be conveyed with an automatic feed. Furthermore, it automatically 
offsets varying grain sizes so that other materials apart from wood can be processed 
effortlessly. With wood chips, the RUF Briklet press can achieve a throughput rate of 
around 300 kg/h with a briquette density of ≥ 1 kg/l.



TECHNICAL DATA
RUF BRIKLET

Benefits
  Production of high-grade fuels: wood briquettes reach 
a density of ≥ 1 kg/l.
 Automatic feeding of the briquettes to industrial   

 furnaces possible 
 Compact design
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 Suitable for fully automatic 24 hour operation
 Low connected load with regard to the briquetting   

 performance 
 Minimal degree of wear and tear

Technical data RUF Briklet

Power 15 kW

Throughput for wood 300 kg/h

Density of briquettes for wood ≥ 1 kg/l

Briquette format Ø 30mm

Dimensions length x width x height 3,0m x 2,3m x 2,2m

Weight 3,5 t

Screw conveyer with Briklet press briquettes

We reserve the right to make technical changes – throughput rate depends on the source material.


